§28.890

at a minimum of the SWL rating, shall
be performed and witnessed by com-
petent personnel. The proof load ap-
plied to the winches, booms, derricks,
cranes and all associated gear shall be
lifted with the ship’s normal tackle
with the boom or derrick at the lowest
practicable angle. When the load has
been lifted, it shall be swung as far as
possible in both directions.

(d) After satisfactory completion of
the tests and examinations required in
paragraphs (b) and (c) of this section,
all results and notations together with
the date and location of each shall be
maintained and available to Coast
Guard representatives upon request.

§28.890 Examination and certification
of compliance.

(a) At least once in every two years
each ATA vessel must be examined for
compliance with the regulations of this
subchapter by the ABS, a similarly
qualified organization, or a surveyor of
an accepted organization.

(b) Each individual performing an ex-
amination under paragraph (a) of this
section, upon finding the vessel to be in
compliance with the requirements of
this chapter, must provide written cer-
tification of compliance to the owner
or operator of the vessel.

(c) Each certification of compliance
issued under paragraph (b) of this sec-
tion must:

(1) Be signed by the individual that
performed the examination;

(2) Include the name of the organiza-
tion the individual performing the ex-
amination represents or the name of
the accepted organization the individ-
ual belongs to; and

(3) State that the vessel has been ex-
amined and found to meet the specific
requirements of this chapter.

(d) A certification of compliance
issued under paragraph (b) of this sec-
tion must be retained on board the ves-
sel until superseded.

(e) A copy of the certification of com-
pliance issued under paragraph (b) of
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this section must be forwarded by the
organization under whose authority
the examination was performed to the
Coast Guard District Commander (At-
tention: Fishing Vessel Safety Coordi-
nator) in charge of the district in
which the examination took place.

§28.895 Loadlines.

(a) A fish tender vessel of not more
than 500 gross tons, engaged in the
Aleutian trade, is not subject to the
loadline provisions of 46 U.S.C. Chapter
51 if it is not on a foreign voyage and
the vessel:

(1) Operated in this trade before Sep-
tember 8, 1990; or

(2) Was purchased to be used in this
trade before September 8, 1990 and en-
tered into service before June 1, 1992;
and

(3) Has not undergone a major con-
version; and

(4) Has not had a loadline assigned at
any time before November 16, 1990.

(b) The exemption from the loadline
provision of 46 U.S.C. Chapter 51 set
forth in paragraph (a) of this section
expires on January 1, 2003.

§28.900 Post accident inspection.

The requirements for providing no-
tice and reporting of marine casualties
are contained in part 4 of this chapter.
The owner of or master of the vessel
shall ensure that the survey guidance
provided by a Coast Guard Representa-
tive is effectively carried out, that the
material and the workmanship of such
repairs or renewals are in all respects
satisfactory, and that the vessel com-
plies in all respects with the regula-
tions in this part.

§28.905 Repairs and alterations.

No repairs or alterations affecting
the safety of the vessel with regard to
the hull, machinery, or equipment,
shall be made without the notification
of a Coast Guard Representative.
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